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INTRODUCTION 

The information security threat posed by malicious actors has dramatically increased in recent 
years as attackers seemingly keep pace with, and often outdo, the technology used to defend 
against them.  Few months go by without a news story detailing how a commercial or 
government entity was victimized by a cyber-attack.  In response, government mandates to 
encrypt sensitive data-at-rest (DAR) have evolved and gained prominence.  Requirements for 
robust encryption systems that provide confidentiality, integrity and instant sanitization while 
protecting sensitive data in storage media is now mandatory.1 

This paper seeks to explain the nature and roles of the various standards that apply to DAR 
encryption, from the most basic up to the standards approved to protect the most sensitive of 
national security information. 

 

1 Ubiquitous data-at-rest encryption is indisputably a “best practice”. Wherever it is not implemented, it is for non-
technical reasons (convenience, cost, or performance) despite its value. 
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Background: Common Encryption Practices in Storage Devices 
It is common to consider the DAR encryption on 
storage devices as matching the illustration in 
Figure 1: unencrypted (“plaintext”) data is fed into 
an algorithm, together with a suitable key, and the 
resulting encrypted data is stored on the device. 

This is, of course, perfectly functional, and usable, 
but it has limitations; probably most significant of 
those is the fact that one, and only one, key can 
decrypt your data. This may sound like a good 
idea, until one realizes that it means that every 
authorized user must have that one key, which becomes problematic when there’s a need to 
revoke access to just one of those users or the key gets compromised: the only option is to 
decrypt all the data with the original key and then re-encrypt it with a new one. 

But there is a straightforward alternative: instead of the 
user passing in the key used to encrypt the data, they 
pass in a key that is used to unlock the key that’s 
protecting it, as illustrated in Figure 2. In this 
arrangement, multiple copies of the “data encrypting 
key” (DEK) can be stored on the storage device, with 
each copy encrypted with its own “key encrypting key” 
(KEK). Any one of the KEKs can be used to access a copy 
of the DEK, and the DEK is then used to access the data. 

In this way, if one KEK gets compromised or lost, an 
administrator can simply erase the copy of the DEK that is encrypted with that particular KEK, 
leaving the rest untouched. And of course, an outdated KEK can be updated by simply decrypting 
the DEK using the old KEK, and then re-encrypting it using a new one – a simple operation 
involving a few bytes instead of gigabytes! 

An additional benefit of this approach is that the DEK – the key that is protecting the user’s data 
– need never leave the storage device. This means that “multi-factor” arrangements, in which 
you need two or more distinct and independent KEKs to unlock the DEK, and each KEK is provided 
by a different mechanism or “factor”, can be crafted so that unless both factors (i.e., both KEKs) 
are simultaneously compromised, the data remains safe – and the pieces only come together 
within the controlled environment of the storage device protecting the integrity of the separate 
“factors”! 

A slight variant of this idea is that, instead of the DEK being stored in the storage device, one or 
more KEKs are, and then the encrypted DEK is provided to be decrypted by the KEK(s) within the 
device. This approach ensures that the storage device cannot be “tricked” into giving up the DEK 

Figure 1 Simple Encryption 

Figure 2 Key Encrypting Keys 
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(as it simply doesn’t have it), yet security is preserved as the DEK isn’t usable unless it’s “correctly” 
encrypted by the KEK(s) in the storage device.  

ENCRYPTION STANDARDS 

It is quite straightforward to design an encryption scheme. It is, however, extremely difficult to 
design a good one! And every encryption scheme can be broken… the only question is how 
quickly. 

Cryptanalyses is fundamentally a field in which “out of the box” thinking is essential.  Attackers 
do not tend to follow a rule book.  So, when evaluating the effectiveness of an encryption 
mechanism, the more reviewers that examine the design the better. This leads to the possibly 
counter-intuitive position that closely held confidential encryption methods may be less secure 
than widely published ones.  As a historical footnote, the Japanese cipher known as PURPLE was 
broken in 1940 without any knowledge of how the encryption machines worked.  

Standards Organizations and Related Entities   
Several organizations are actively engaged in the standardization of encryption systems, ensuring 
the integrity, security and usability of the various systems based on them.  

National Institute of Standards and Technology (NIST).  NIST is the 
technical standardization body for the U.S. Government, including 
the Federal Information Processing Standards (FIPS) computer 
security standards as well as regulating fundamental concepts such 
as the definition of a second of time or an inch of distance. 

The National Security Agency (NSA).  The NSA is the agency tasked 
with protected the nation’s secrets, as well as uncovering those of 
our adversaries. Traditionally, the NSA categorized approved 
encryption subsystems as several “Types”, with “Type 1” being the 
best-known category, which are those approved to protect national 
security information. In support of these systems, the NSA has 
designed and approved several algorithms, including a set of 
classified ones known as “Suite A”, and a set of published ones 
formerly called “Suite B” and now referred to as the Commercial 
National Security Algorithm Suite.  

The National Information Assurance Partnership (NIAP).  The NIAP 
is a partnership between NSA and NIST to enhance the quality of 
information security products and increase confidence in those 
products that have been evaluated objectively. NIAP oversees a 
national program to evaluate Commercial Off-The-Shelf (COTS) 
Information Technology (IT) products for conformance to the 
international Common Criteria (CC) “profiles” and “packages”, as well 
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as serving as the United States’ representation to the international 
CC body. 

Joint Technical Committee of the International Organization for 
Standardization and the International Electrotechnical Commission 
(ISO/IEC JTC). The ISO and the IEC serve similar goals in the realm of 
international standardization. In the case of a number of standards, 
rather than duplicate each other’s efforts, they operate as a single 
body coordinated through as joint technical committee (JTC #1). 

The Standards 
What follows is a brief description of the standards these organizations have published and are 
commonly used in protecting data-at-rest, with an emphasis on the most significant standards. 
In many cases, standards are duplicated by different bodies, so “FIPS Publication 197: Advanced 
Encryption Standard” is duplicated as “ISO/IEC 18033-3:2010, Block ciphers”; where possible, the 
“lead” standard name is used (in this case, FIPS 197). 

The Data Encryption Standard (DES) 
The DES standard was the first published US Government encryption 
standard.  Invented by IBM and codified as FIPS Publication 46 (FIPS 46) 
in 1977, it has been withdrawn because it is too insecure for 
contemporary use: with only a 56-bit key, all possible keys can be tried 
in a reasonable time. It also illustrates a risk in algorithm design: the 
rationale for some of the design decisions was opaque, leading to 
suspicions that the algorithm was built with a ‘backdoor’ known only to 
the designers.  

One of the criticisms of the standard is that it is explicitly forbidden for 
use with classified information, fueling the suspicions of a backdoor – 
a deliberate vulnerability that would allow the NSA to read any 
encrypted material. It is now believed that, in fact, there was no 
backdoor -- to the contrary, the reason for seemingly nefarious 
decisions about its architecture was to protect it against a new type of 
attack threat which the designers understood but which was not at the 
time common knowledge – although the US Government did indeed 
weaken the algorithm by reducing the key size from 64 bits to 56. 

The Triple Data Encryption Algorithm (TDEA, aka TDES or 3DES) 
To compensate for the short key size in DES, the 3rd version of the FIPS standard (FIPS 46-3) was 
released in 1999. This introduced a method whereby the data was looped through the DES 
algorithm three times, each time with a different key, making the overall key length 168 bits. This 

Figure 3.  Horst Feistel.  A 
German American 
cryptographer, placed under 
house arrest during World 
War II but gained his U.S. 
citizenship on 31 Jan 1944.  
The next day, he was granted 
a Top Secret security 
clearance and his research at 
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might appear to triple the strength of the encryption, but in fact, due to a specific type of 
cryptographic attack2, it only doubles the strength. 

While technologically obsolete, Triple DES as TDEA is also known is still approved for protecting 
sensitive but unclassified US government data (although not recommended for new 
applications!). 

The Advanced Encryption Standard (AES) 
The workhorse of the current state-of-the-art in encryption is 
AES.  It was the result of an open, international contest 
conducted by the NIST between 1997-2001.  Fifteen algorithm 
designs were considered and evaluated for cryptographic 
security and performance in a variety of implementations 
(software, FPGA, and so on.). Three technical conferences 
were held in the USA and Europe, involving more than 180 
people from 23 countries, and featured voting by the 
cryptographers on the candidate algorithms. 

The winner of this process was an algorithm designed by two Belgian cryptographers, a subset of 
their Rijndael family of ciphers – the name is derived from the surnames of the inventors. Three 
Rijndael ciphers make up the AES standard.  Each takes a block of 128 bits of data and uses key 
lengths of 128, 192 and 256 bits, respectively. In the twenty years since it was published, the best 
technique for breaking into it has improved the number of keys one needs to “brute force” from 
2256 to “just” 2252, so this is an interesting result, but not particularly useful for reading the 
ciphertext.  

AES is the only block cipher in the Commercial National Security Algorithm Suite (which replaced 
the former “Suite B”) list. As such it is listed by the NSA as being suitable, when used with 256-
bit keys, to protect up to TOP SECRET information3 (although this list says nothing about the 
implementation, only the algorithm; see the next section on FIPS 197). 

 

2 This type of attack, called “meet in the middle”, depends on the fact that the algorithm is symmetrical. So, if you 
know that a given key encrypts “A” to “B”, you also know that it transforms “B” to “A”. Simplistically, this can then 
be used so that attempts on the first encryption stage provide information about the last stage, which ultimately 
means that the additional stages add less cryptographic strength than the first. This form of attack doesn’t break the 
cipher but reduces the number of attempts required from 2168 to “just” 2112! 
 
3 See https://apps.nsa.gov/iad/programs/iad-initiatives/cnsa-suite.cfm 

Figure 4.  Vincent Rijmen and Joan Daemen., 
inventors of the Rijndael family of ciphers 
The AES standard is part of the Rijndael 
cipher family.  
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All AES algorithms operate on a block of 128 bits, that is 16 
bytes; in order to encrypt larger quantities of data, the 
algorithm must be applied to successive 16-byte pieces. This 
creates a new problem: if you use the same key for each 
piece, then the output ciphertext will show where those 16-
byte pieces are duplicated (even if you don’t know what the 
plain text actually is), which can provide a lot of information 
about the plaintext. To address this, AES features several 
“modes”, the simplest of which is the “electronic code 
book” (ECB) mode, where you use the same key for each 
block. This can yield the unfortunate results shown in the 
picture in Figure 5.  A straightforward enhancement is to include a counter merged into the 
process, so that each block is encrypted with different settings (the AES CTR mode). Other modes 
use different ways to perturb the process; which one is “best” depends entirely on the 
application. For data at rest encryption two modes are often used: CBC (Cipher Block Chaining) 
and XTS (Xor–encrypt–Xor-based tweaked-codebook mode with ciphertext stealing), the latter 
using two equal-sized keys4. 

Compared to other algorithms, one significant advantage of AES is that modern CPUs often 
contain either special instructions or complete special-purpose subsystems to perform (or assist 
with) the operation.  Examples include Intel’s “AES-NI” instructions and NXP’s “AES Execution 
Unit”. These hardware features not only improve performance but make it harder for an attacker 
to perform “side-channel” or “timing” attacks where information about the process can be 
deduced by monitoring the operation: the special hardware subsystems act as  
“black boxes” which conceal the details of the operation. 

It should be remembered that these modes are mechanisms for applying the AES algorithm, 
which itself always remains the same: a “black box” that takes the same 128 bits of data and a 
key of 128, 192 or 256 bits in length and produces a 128-bit encrypted output. 

FIPS Publication 197 (FIPS 197) 
The document that codifies AES encryption – that is, defines the algorithm is FIPS 197.  Related 
to the publication, certifications assuring compliance with FIPS 197 are issued via the 
Cryptographic Algorithm Validation Program (CAVP). While it is possible to implement an AES 
architecture, one can only be deemed “certified” after having gone through the CAVP process 
and awarded a FIPS 197 certificate.   

 

4 The use of two keys is not to increase the strength of the encryption per se, rather it makes it very hard to extract 
any information even given a huge amount of encrypted data. Using the two 256-bit keys provides no more than the 
strength of one 257-bit key: if it takes a certain time to try 2256 possibilities to get the first key, then it will take the 
same amount of time to guess the second, and 2256 + 2256 = 2257! 
 

Plaintext 

Encrypted with AES ECB Mode 

Encrypted with AES CTR Mode 

Figure 5 AES Modes 
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While FIPS 197 improved upon its predecessor, DES, it is likely the FIPS 197 standard will be 
updated in the future with changes in how AES is used or implemented to increase the strength 
of the protection. This is not unlike how FIPS 46-3 introduced Triple DES. 

In normal usage, when an algorithm is referred to as FIPS 197, the implication is that the 
algorithm has been certified by an accredited laboratory to conform to the standard. NIST has a 
Cryptographic Algorithm Validation Program (CAVP) that defines the test suite that an 
implementation of AES must pass, and then the certified implementation will be recorded on  
the NIST website. So, for example, certificate “AES 2408” was issued to Intelliprop, Inc. of 
Longmont, Colorado for their AES-XTS implementation (an FPGA core), and the NIST website5 
indicates their implementation is FIPS 197 certified for key lengths of 128 and 256 bits (but 
evidently not 192 bits). 

In terms of a hierarchy of quality, it is perfectly possible to have an AES implementation that 
works and is functionally correct, but without a NIST certification one cannot be objectively 
confident of that correctness; in effect, the certification is objective proof that the 
implementation is a correct interpretation of the standard. 

FIPS Publication 140 (FIPS 140, FIPS 140-2, FIPS 140-3) 
Note: the “dash” after a FIPS publication number is the major version indicator, so “FIPS 140-2” is the 
second major version of the standard, and “140-3” is the third. There are also minor revisions within 
version, so there are three revisions of FIPS 140-2, usually indicated by the publication date. 

Complimentary to FIPS 197, FIPS Publication 140 “Security Requirements for Cryptographic 
Modules” (FIPS 140) covers the pieces surrounding the actual encryption. When working 
together as sub-component of a system, these pieces are often referred to as a “module”  
and consists of things like a micro-controller, encryptors, and a supporting storage on the same 
circuit board. 

For example, Figure 6 
illustrates the Ampex TuffServ 
Encryption Module (TSEM), 
showing the Secure 
Microcontroller (MCU) from 
NXP, two FPGA-based SATA 
encryptors and the flash 
memory used to load the 
FPGA “bitstream” (or image); 
notice the cross-connections 
to the MCU used to verify the 

 

5 See https://csrc.nist.gov/projects/cryptographic-algorithm-validation-program/details?validation=23783 

Figure 6 System Using Ampex TuffServ Encryption Module (TSEM) 
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integrity of the bitstream images.  

In this example, the two encryptors are FIPS 197 compliant (when loaded with the certified FPGA 
image), while FIPS 140 is complementary because it covers the concept of the complete module 
implementing at least one encryption algorithm (in this case, AES, as defined by FIPS 197). A 
FIPS 140 certified module provides assurance that a properly certified algorithm is not being 
sabotaged by accidental or deliberate vulnerabilities and attacks vie the surrounding parts of the 
encryption subsystem. 

In this broader context, a FIPS 140 module includes some very straightforward concepts and 
some more abstract ideas. The straightforward concepts include physical security requirements 
like “how can attempts to physically interfere with the module be detected?” and “how can 
accidental or deliberate interference result in the module ‘failing safe’ and refusing to function?” 
The more abstract ideas are things like the characterization of the interfaces into the module and 
the functional roles, services and authentication provided. In general, these concepts pull in other 
standards, so while the FIPS 140 document is quite short, by the time the rest has been 
incorporated, it becomes a very extensive standard. 

So, for example, where a KEK/DEK architecture (Figure 2) is being used, the DEK must be 
generated using an appropriately random “deterministic random number generator” (DRNG) 
algorithm, an approved list of which is provided (FIPS 140, Annex C, which calls out NIST SP800-
90B, amongst others). Next  the approved modes of AES operation are detailed (NIST SP800-38E, 
for example, defining how AES-XTS must be used). 

Then there are algorithms (key derivation functions, KDF’s) that convert weak (human-grade) 
passwords into acceptably strong keys. The idea here is that although it is straightforward to 
“brute force” a short text password, it is also easy to lock the module after a certain number of 
failed attempts – and that lockdown can be either temporary, preventing additional efforts for 
some period of time, or irretrievably permanent, by destroying the hidden DEK. Instead, if the 
password is first converted into a strong key, then backdoor attacks that nullify the password-
checking logic (i.e. make any password appear to be “correct”) will be useless: one would still 
need the key that was created by applying the password together with some fixed (but hidden) 
constants through the KDF algorithm.  

Next there is another very significant capability associated with a FIPS 140 certification: the 
support of “message authentication” services (“HMAC”: Keyed-Hash Message Authentication 
Code). These provide a mechanism by which the system can validate that a particular arbitrary-
sized stream of bytes (a “message”) has not been tampered with. The fundamental idea is that 
one can use a “hash algorithm” (e.g., “SHA-256”) that creates a checksum of the message, and 
then cryptographically signs it using the private part of a public key cryptography key pair6, so 

 

6 “Public Key Cryptography” is a category of encryption that has two keys: a private, secret one known only to the 
author/sender of a piece of cipher text, and a “public” one that must be known to the readers/recipients of it. In this 
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that any change to the message will change the checksum and it is impossible to update the 
signature without the secret, private key. This approach is used in the Ampex TSEM to validate 
the contents of the memories storing the FPGA bitstream using code in the secure 
microcontroller that is itself “signed” in the same way. 

Both the hash algorithm and the HMAC are defined by their own FIPS standards: FIPS 180-4 
“Secure Hash Standard (SHS)” and FIPS 186-4 “Digital Signature Standard (DSS)”, respectively. 
And the digital signature standard defines the specifics of the acceptable public key cryptography 
schemes. 

FIPS 140 defines levels of increasing security, with “Level 3” is theoretically more secure than 
“Level 2”. It is important to note that these levels are not related to the version “dash” number, 
so that it is appropriate to comment that FIPS 140-2 Level 2 is the most common certified level! 
As is usually the case with these types of collections of disparate requirements, many 
implementations might qualify for a higher level in some areas but are “held back” in others. So, 
for example, the logical protection mechanisms (e.g., code-signing) might warrant a higher level, 
but the physical anti-tamper protections might not. It should be noted that some anti-tamper 
methods are reasonably easy to achieve but impose consequences for the product development; 
Level 3 physical security can be achieved by “potting” all the hardware in epoxy! 

One important characteristic of a module’s certification is how and where the boundary between 
it and the rest of the system is drawn. A very tightly drawn boundary reduces the elements that 
must be certified (and so potentially reduces the overall security / value of the module), while a 
broad brush will include pieces (of software, usually) that become subject to the restrictions of 
certification, so that any updates to that software will require updating the certificate.  

A cautionary tale as to why FIPS 140 certification is valuable comes from security researchers 
who created attacks that defeated the encryption on several non-FIPS commodity storage 
devices (Meijer & van Gastel, 2019). Their attacks included loading modified firmware into the 
target devices, having instrumented them to identify how the firmware was intended to work. 
So, for example, they created firmware that would always believe the supplied password was 
correct, no matter what. It is possibly tempting fate to assert that, had the drives been FIPS 140 
certified, their attacks would have failed, but it is certainly true that it would have been much 
harder to gain access to the data. 

Common Criteria Certification (CC, NIAP) 
The Common Criteria for Information Technology Security Evaluation (referred to as Common 
Criteria or CC) is an international framework for providing security certification a system. In the 
USA, the responsible body for CC efforts is the National Information Assurance Partnership 

 

context, “public” just means “not private”: if the “public key” is kept confidential, then only approved recipients can 
decrypt the cipher text. Alternatively, the “public key” can be widely published (e.g., on the Internet) so that anyone 
can verify that the message (an email, perhaps) really did originate with the purported author. 
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(NIAP), which is operated by the NSA. Common Criteria stands in contrast with FIPS 140, as the 
latter is concerned only with cryptographic systems, while CC can be applied to any type of 
system. The two schemes are very closely related, and indeed up until 140-2 the FIPS standard 
explicitly called out Common Criteria requirements (those requirements haven’t gone away but 
are now separately and explicitly listed in FIPS 140-3). 

The international members of the framework are (currently) a total of 31 countries, slightly more 
than half of which are “certificate producers” with the rest being “certificate consumers”.  
Producer nations run a full scheme including certifying labs to evaluate products.  Consumer 
nations agree to accept certificates from the “producing” nations.  A program based in a 
“consumer” country that wants a certified product would simply outsource the certification to a 
producer nation (Indonesia outsourcing to Australia, for example). 

Common Criteria is concerned with the security functions of a product as a whole, which includes 
cryptography (overlapping with FIPS 140), auditing and logging, access controls, administrative 
roles, and so on. For a data storage device, there is a lot of commonality between the CC DAR 
and the FIPS 140 requirements, but enough variability (e.g., on the drawing of a FIPS 140 
boundary) to keep CC separate from the FIPS certification. 

For data-at-Rest applications, there are five potentially relevant CC protection profiles (PP): two 
for full-disk encryption, two for file-based encryption, and one for USB flash drives. The two full-
disk encryption protection profiles boast a “collaborative” tag – they are collaborative PPs (cPPs), 
not just PPs – indicating that they’ve been developed with a larger group of contributors than 
just the US government. The two full-disk cPPs are for the “Encryption Engine” (the module that 
does the encryption) and then for the “Authorization Acquisition”, which handles key 
management.7 

The Encryption Engine cPP defines how the data must be encrypted; slightly bizarrely, it 
references the ISO/IEC standard (18033-3) for AES rather than FIPS 197, even though the NSA’s 
CNSA list references the latter! 

One of the ramifications of the CC authentication certification for DAR is that it must contain the 
totality of the key lifecycle, from key generation through key transport to loading the key into 

 

7 Previously, CC evaluated products according to Evaluation Assurance Levels (EALs), of which there are 7. The lower 
four (EAL1 through EAL4) were process-based evaluations, meaning most any system could be evaluated and 
certified whether or not it met a particular function or purpose (which were termed “robustness” evaluations). While 
this obviously has value, it is at odds with the sponsoring governments’ goal of qualifying functionally similar 
products in a comparable and repeatable manner. The revised approach (from 2010) substitutes the old robustness 
evaluations with strict compliance with defined protection profiles for the lower four levels, and then retained the 
semiformal and formal design analysis for the upper levels only once a protection profile has been validated. 
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the encryption engine. This leads to the somewhat paradoxical situation that a gold-standard, 
NSA-generated random key cannot be used in CC (or in related standards, such as CSfC). 

In the context of data-at-Rest, a CC certification is rarely required, as FIPS 140 provides a similar 
level of assurance in a more narrowly focused standard; of course, when dealing with other 
security accreditation, CC is more commonly mandated. The value of DAR CC certification is not 
inherent in the validation itself, but because the “next layer” (CSfC) uses CC certificates as 
building blocks to practical, approved solutions. Unlike FIPS 140 and CC in isolation, CSfC is 
specifically designed to secure data at the levels needed for the most sensitive of information 
and is recognized by the US government for that purpose; unlike “Type 1”, it is also designed for 
non-governmental use, such as by finance or healthcare organizations. 

Commercial Solutions for Classified (CSfC) 
CSfC is a program run by the NSA which uses a pair of layered, Common Criteria certified encryption 
products to create a solution that may be used to secure National Security Information. The stated 
rationale for using two products, with the second encrypting the output of the first, is that this mitigates 
deficiencies that might exist in the implementation of either. However, one might recall the 
aforementioned “triple DES” exists to provide a security boost over regular DES, so it is not unreasonable 
to assume that the layering provides some additional security, even if that isn’t the public rationale for it. 

CSfC provides requirements for solutions via Capability Packages (CPs). The “Data-at-Rest CP” defines 
several implementation architectures, such as a software layer on top of a hardware one, or two full-disk 
software layers, or file-based software on top of full-disk, and so on. The most recent version of the DAR 
CP also supports solutions using two hardware designs. 

To help ensure that the same vulnerability does not exist in both layers, the NSA requires that each layer 
must be produced by different vendors (or, in the case of corporate mergers and acquisitions, 
demonstrably different teams within the same company). Under this principle of diversity, there must be 
at least two, and possibly three, organizations involved in a CSfC solution: one each to produce the 
encryption implementations, and optionally a third to serve as an integrator of the two. 

From a functional standpoint, CSfC solutions are as good as the traditional “Type 1” approach, 
but with significantly increased versatility. First, CSfC implementations are not “controlled 
cryptographic items (CCI)”, which facilitates (and reduces the cost of) logistics and handling and 
even international/export applications.  Second, key handling concepts can be tailored to the 
specific application and mission requirements. 

Key handling with “Type 1” systems is based on the NSA’s “one size fits all” model: all keys are 
generated by the NSA, and distributed through the appropriate secure channels, before being 
loaded into the encryption device, typically using a “Secure Key Loader”. 

With a CSfC device, keys must be “organically” created within the device (or the ecosystem for 
the device). This inherently creates significant flexibility for the design of mechanisms to deliver 
keys to the encryptors. 
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Over a longer term, by contrast with legacy “Type 1” solutions, CSfC requires periodic 
recertification through the NSA, and there is always the possibility that, during that process, new 
or modified requirements may become mandated with possible budget implications. While this 
may appear a significant and justifiable concern, real-world cybersecurity – obviously including 
cryptography – demands regular software / firmware updates to protect against newly identified 
vulnerabilities. The old model, where a single product certification survives the life of the 
program, cannot be sustained in the contemporary “connected world”; the well-publicized 
attacks on certain Intel CPUs (“Meltdown”8 and “Spectre”9) are examples of unexpected 
problems that cannot be ignored. 

Trusted Computing Group Opal Storage Security Subsystem 
Unlike the FIPS standards mentioned above, the Trusted Computing Group’s Opal standard comes from 
an industry group. Additionally, Opal differs from the previously discussed standards in that it does not 
define actual security, but rather it is a standardization of the interfaces between a host computer and a 
DAR implementation (although it does require AES). 

The result of the Opal certification is that arbitrary host computers will work with arbitrary DAR 
implementations; this makes practical the concept of “pre boot” unlocking of COTS storage devices (using 
secure key stores like Trusted Platform Modules to release the keys). Without Opal, one would need some 
mechanism to install special drivers to handle each DAR implementation. From a user perspective, Opal 
makes the storage devices interchangeable, while from a storage device manufacturer’s viewpoint, Opal 
makes all hosts equivalent. 

Critically, Opal can be used with devices that may or may not be certified at any level, as it only defines 
broad capabilities and how the host talks to the device, not how good the device is at doing the job. It is 
entirely within the Opal subsystem concept to interchangeably employ drives certified to FIPS 140, just 
FIPS 197 or a simple uncertified AES self-encrypting device; Opal defines how the host interacts with the 
key management piece of the puzzle. 

SUMMARY AND CONCLUSION 

The greatest strength of the certification process is the verifiable assessment of the integrity of a given 
implementation. In many cases, and in all US Government applications, uncertified solutions are worthless 
and contrary to official policy. 

Data-at-rest encryption standards are inherently a set of interlocking pieces.   While some standards 
overlap with others, there is a mostly straight-line relationship from the most focused standards like AES 
to the most secure CSfC solution.  

 

8 CVE-2017-5754 is the official reference to Meltdown. CVE is the Standard for Information Security Vulnerability 
Names maintained by MITRE. 
9 CVE-2017-5753 and CVE-2017-5715 are the official references to Spectre. CVE is the Standard for Information 
Security Vulnerability Names maintained by MITRE. 



15 
 

The benefit of the chain of pieces making up the top-level standard like CSfC or FIPS 140 is that there is a 
certain amount of flexibility: while the final result must have specific assurances in its components, there 
are options in how some of the links in that chain are constructed. These options provide flexibility but 
require expertise to successfully navigate. 

Sometimes the primary advantage of a particular approach lies not in the details of the approach itself, 
but in the flexibility that it brings to the table. It is sometimes said that, in a data-at-rest application, it is 
not the actual encryption that poses the challenges, but the key handling: how the data is unlocked, as it 
were, as opposed to how it is encrypted.  

Ampex, having provided data storage solutions for decades, has a unique awareness of our customer’s 
concerns and the expertise to address them, regardless of the level of regulation or sophistication needed 
for the data-at-rest application. 
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